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Registered

Date: June 18, 2026
Expiry Date: September 15, 2029

Codes & Standards Compliance Office

Declaration No.: (document nr. as issued by the manufacturer) Revision:

CRN-FM-HOSE-001 ot

Manufacturer (Name and Address)

Swagelok Company 29500 Solon Road, Solon, OH 44139

*Table 1 Scope of Fitting Designs

Product Material of oLl Relerences.
itemiNo: Type/ Model Description Construction MDMJ; TAe:nApljrbaI:: r:é At Maximum Temperature Coart g?gvsﬁ‘zg(z?
1 FM SERIES HOSE HOSE STAINLESS STEEL -325F 3100 PSIG 1736 PSIG _at 850F MS-02-472
at
at
at
at

**Table 2 Codes, Standards, Guidelines, and Other Applicable Documents

Title of Code(s), Standard(s), Guideline(s), or _ o Title of Code(s), Standard(s), Guideline(s), or - o 2
Item No. Other Applicable Document(s) Edition / Revision Item No. Other Applicable Document(s) Edition / Revision
1 ASME B31.3-2024 2024 4
2 5
3 6
***Table 3 Quality Program Verification and Manufacturing Sites
Location(s) Plant Name and Address / Quality Program : - N
Item No. Site(s) Certificate Number Expiry Date Verifying Organization
1 See Scope of ISO 9001 Certificate FM 01729 4/25/27 The British Standards Institution (BS1)
2
3
A copy of the Quality Certificate from each manufacturing site must be included.
Remarks (other relevant information)

As an official of the manufacturer with authority, and having responsibility for the conformity and regulatory compliance of the fittings, | hereby declare that the information and
statements made in this declaration of conformity are true and accurate.

I declare, under our sole responsibility, that the design, construction, certification, and marking of the fitting(s) listed in Table 1*, are subject to a conformity assessment process
and quality program that has been verified, as described in Table 3***.

| certify that the fittings (s) listed in Table 1* conform to: the provisions of the acts and regulations of the provinces and territories where the fitting(s) are registered; CSA
B51;and the codes, standards, guidelines, or other applicable documents listed in Table 2**.

I further declare that there is a process in place for the retention of this declaration of conformity for not less than 10 years from the issuance of the Canadian Registration
Number (CRN).

Signed for and on behalf of SwagelOk in the SO'On of OhIO ’ USA

(Manufacturer)

(City) ~ (State / Province, Country) ’
James S. Nordholt ' Vice President Engineering & Quality /A‘/V , éC/‘\ oY /?Z/Zgyc
/ (Ohte)

(Name, please print) (Function or Title) (Signature of Declarer)

N Y
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Attachment B: Scope of Registration for Swaqgelok FM Series Hose

Assemblies (Category D)

The table below represents the scope of Swagelok FM series hose assemblies covered by this
submission for CRN approval. These hose assemblies have been evaluated in accordance with ASME
B31.3- 2026 Process Piping as unlisted components. The referenced port connections and product
catalog(s) do not represent the full scope of the submission but rather detail some of the most common

options.

Summary Table

P Maximum Working Desian Cod
Product ressureé i Nom. Hose . . Pressure (psig) esign Lode
Seri Retaining L End Connections & Sizes of
eries . Size (in) Up to @ Max. .
Material 100°F Temp Construction
Tube Fitting [TA, TM, SL, SM]
1/4" — 1/2" (6mm — 10mm)
c Male & Female VCR Metal
37 GT_ress Gasket Face Seal Fittings [RM, RF]
1/4" —1/2" 1736
(ASTM A240) 3100 @850°F
Braid SAE 37 (JI1C/)4!':erg7l8<=:,SW|vel [AS]

FM 316L SS h ASME B31.3
Seri ASTM A580 . '
sores | AT Tube Butt Welds [TB] (Unlisted
Hose End 1/4 Components)

Connections Female VCO O-Ring Face Seal 2015
Strain- Fittings [VF] 3100 @500°F
Hardened 1/4"
316 SS Male & Female Pipe Threads, NPT
(ASTM A479) [PM, PF]
1/4" —1/2" 2170
3100 1 @400°F
ISO/BSP Tapered (ISO 7) [MT][FT]
1/4" —1/2"
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Category D Submission # CRN-FM-HOSE-001 Page 2 of 7
Summary Table (cont’d)
Maximum Working .
Pressure " Design Code
Psr::':::t Retaining Ngi"z]é I:iﬁie End Connections & Sizes S retsosure g T\;Ig)x of
Material P o " | Construction
100°F Temp.
Tube Fitting [TA, TM, SL, SM]
1/4" - 1/2" (6Bmm — 10mm)
Male & Female VCR Metal
Gasket Face Seal Fittings [RM, RF]
1/4" - 1/2" 1120
2000 @850°F
SAE 37° (JIC) Female Swivel [AS]
3/8" —1/2"
3/8 Tube Butt Welds [TB]
3/8”-1/2"
Female VCO O-Ring Face Seal 1300
Fittings [VF] 2000 o
3/8" @500°F
Core Male & Female Pipe Threads, NPT
S10L 5% i 1400
ASTM A240 -
( ) 2000 | &a00°F
Braid ISO/BSP Taperg;iSSISO 7) [MT][FT]
FM 316L SS
Series | (ASTM A580) Tube Fitting [TA, TM, SL, SM] As(mﬁigggﬁ
Metal 1/4" — 3/4" (6Bmm — 18mm) Components)
Hose End P
Connections Male & Female VCR Metal
Strain- Gasket Face Seal Fittings [RM, RF]
Hardened 1/4" - 3/4" 1800 1008
316 SS @850°F
(ASTM A479) SAE 37° (JIC) Female Swivel [AS]
1/2" - 5/8"
Tube Butt Welds [TB]
1/2 1/2”
Female VCO O-Ring Face Seal 1170
Fittings [VF] 1800 o
Male Pipe Threads, NPT [PM]
1/4" - 3/4"
Female Pipe Threads, NPT [PF] 1800 1260
3/8" —1/2" @400°F
ISO/BSP Tapered (ISO 7) [MT][FT]
3/8" —1/2"
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Summary Table (cont’d)
Maximum Working .
Pressure " Design Code
Psr:::::t Retaining Ngir:é I:iﬁie End Connections & Sizes S retsosure g T\;Ig)x of
Material 10p0°F Temp * | Construction
Tube Fitting [TA, TM, SL, SM]
1/2" = 1" (12mm — 25mm)
Male VCR Metal Gasket Face Seal
Fittings [RM]
1/2” — 3/4"
Core Female VCR Metal Gasket Face | . 840
316L SS Seal Fittings [RF] @850°F
(ASTM A240) 12" — 17
o 3%8 SAE 37° (JIC) Female Swivel [AS]
3/4"
Series | (ASTM A580) ASME. B31.3
Metal 3/4 (Unlisted
cta Tube Butt Welds [TB] Components)
Hose End 3/4"
W Female VCO O-Ring Face Seal 975
Hardened F1|t/t2|r|?g_s3[>2|:] 1500 @>500°F
316 SS -
(ASTM A479) Male Pipe :?gr-?idﬁ” NPT [PM]
Female Pipe Threads, NPT [PF] 1500 1050
1/2" - 3/4" @400°F
ISO/BSP Tapered (ISO 7) [MT][FT]
3/4"-1"
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Summary Table (cont’d)
Maximum Working .
Product Pres_sgre Nom. Hose . . Pressure (psig) Ll Cel
Series Retaln!ng Size (in) End Connections & Sizes Up to @ Max of _
Material 100°F Temp * | Construction
Tube Fitting [TA, TM, SL, SM]
1/2" = 1" (16mm — 25mm)
Male & Female VCR Metal
Gasket Face Seal Fittings [RM, RF]
Core qn 672
316L SS 1200 @850°F
(ASTM A240) SAE 37° (JIC) Female Swivel [AS]
Braid 1
FM 316L SS
Series | (ASTM A580) Tube Ei,sz..vﬁ'fjs [TE] ASME B31.3
Metal 1 (Unlisted
Hose End Components)
Connecti Female VCO O-Ring Face Seal
Connections Fittings [VF] 1200 780
Strain- 91’,, @500°F
Hardened Male Pipe Threads, NPT [PM]
316 SS s
(ASTM A479) 172" -1
Female Pipe Threads, NPT [PF] 1200 840
1" @400°F
ISO/BSP Tapered (ISO 7) [MT][FT]
1"
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Summary Table (cont’d)

Pressure Maximum Working Desian Code
Product Retaini Nom. Hose - - Pressure (psig) | 9
Series etaining Size (in) End Connections & Sizes Upto | @ Max. of _
Material o Construction
100°F Temp.
Tube Fitting [TA, TM, SL, SM] 1200 672
1 1/4" (32mm) @850°F
Male Pipe Threads, NPT [PM]
1"-11/4"
11/4
Female Pipe Threads, NPT [PF] 1200 840
11/4" @400°F
ISO/BSP Tapered (ISO 7) [MT][FT]
11/4"
Core
316L SS
(ASTM A240) Tube Fitting [TA, TM, SL, SM] 1100 616
11/2" (38mm) @850°F
Braid
FM 316L SS Male Pipe Threads, NPT [PM]
Series | (ASTM A580) "—11/2" As(t“j'rﬁiftj;f’
Metal 1172 Components)
Hose End Female Pipe Threads, NPT [PF] 1100 770
Connections 11/2" @400°F
Strain-
Hardened ISO/BSP Tapered (ISO 7) [MT][FT]
316 SS 11/2"-2"
(ASTM A479)
Tube Fitting [TA, TM, SL, SM] 700 392
2" (50mm) @850°F
Male Pipe Threads, NPT [PM]
112" -2"
2
Female Pipe Threads, NPT [PF] 700 490
2" @400°F
ISO/BSP Tapered (ISO 7) [MT][FT]
2"
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Product lllustration

Swagelok FM Series Assembly (1” and under)

316L SS braid 316L SS core Weld 316 SS end
connections
lanaaad
Swagelok FM Series Assembly (1 1/4" and larger)
: 316L SS core 316 SS end
316L SS braid // connections

316 S8 Manual Weld Collar
Configuration Example:

FM hoses are available in two styles with many end types, end sizes, and possible overall lengths.
There are two ways the hose end connections are attached to the tube and braid depending on the size
of the hose:

e Gas Tungsten Arc Weld (GTAW) Cap Weld with Integral Weld Collar (1” and under)

o Manual Weld with Manual Weld Collar (1 1/4” and larger)

Cap welded design. Manual welded collar
See detail below.

Manual welded end
design. See detail below.

Cap welded designs integrally
combine the end connection with
the collar. The part is welded
within the groove after crimping.

Fillet Weld

Weld Detail:
Weld

il | ~ 2
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Product Options:

Additional options and non-pressure boundary alterations that do not affect pressure ratings may be
made available within the scope of this approval. Examples of these would include, but are not limited
to:

o Cover Options (ex. fire jacket, thermosleeve, spring guard, etc.)
Tag and Marking Options (ex. tags, lanyards, retaining clamps, etc.)

e Special Testing Options (ex. hydrostatic pressure test, inboard helium leakage test, nitrogen leak
test, etc.)

o Other Options (ex. traceable certificates for product)

Additional options that may affect pressure and/or temperature ratings may be made available within the
scope of this approval. Examples of these would include the following:

¢ End Connection Seals or Sealant Options (ex. VCO O-rings, VCR gaskets, pipe thread sealant, etc.)

Quality System

The Swagelok Company quality system complies with the requirements of ISO 9001:2015. The
Swagelok Company maintains BSI Certificate of Registration Number FM 01729, which applies to all
locations listed on the Certificate. The Swagelok FM series hose assemblies are manufactured at Hose
Master LLC and at the Swagelok Company locations in Solon, Ohio.

References

The below product catalog does not represent the full scope of the registration but rather details some of
the most common options.
e Hose Assembilies, Bulk Hose, and End Connections Product Catalog MS-01-180.
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